
  

 
 

  

  

Product Data Sheet:
R-E-D Fume Refractory - 106 UK
R-E-D Fume Refractory 106 UK is undensified silica fume,
with a constant pH, it is a submicron, amorphous light gray
silicondioxide powder, with good pozzolanic properties.  This
makes 106UK a perfectly adapted to be used in grout and
mortar applications. Use of silica Fume improves the
mechanical properties, compressive strength, creep, modulus
of rupture anddurability (via permeability decrease).  106 UK
Conforms with ASTM C 1240 & CSA 3000 standards.

Applications: Grouts, Mortars, Castables, Vibrated or Self 
Consolidating Concrete (SCC).
Packaging: Bulk super-sack

Storage: Dry storage.  Avoid contact with moisture.
Safety: Product totally amorphous.  Safety data sheet
available  on request.
Particle distribution: Available on request.

Physical and Chemical Characteristics 

Limits 
Analysis Typical  Min  Max 
SiO2 (%) 94.085.090.0
Free C (%) 4.002.002.75
SO3(%)     1.00< 0.01**.50

H2O (%) 3.00< 0.01**1.70

>45

pH  7.2                6.0             8.5          

µ (%)    4.50  2.00    8.00

Fe2O3(%)    2.75 2.00      4.00
        Total Alkalies (%) 0.80 .30 1.25

Loss on ignition
(950 C During
1 hour) (%)       

4.001.002.50

Bulk Density
3(lb/ft ) 17.012.015.0
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